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Δ Prodotto 
	   per Export
	   For Export 
	   only

Imballo Standard pcs 
Std. Packaging pcs

Imballo Minimo pcs 
Min. Packaging pcs
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Le dimensioni, salvo diversamente specificato, sono in mm 
Dimensions, except where otherwise specified, are in mm
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VI-AV002-VP

VI-AV002-VP
Postazione esterna audio-video bifamiliare modello “antivandalo“ con pulsanti 
tradizionali. Estetica frontale realizzata in metallo al fine di garantire robustezza 
al dispositivo.
• Alimentazione:12Vcc (Max. 0,5A) 
• Temperatura ambiente di funzionamento: -25°C ÷ 55°C
• Compatibile con supervisori domotici
Audio-video outdoor station two-call “vandal proof” model with conventional buttons. 
Metal front design to lend strength to the device.
• Power supply:12Vdc (Max. 0.5A)
• Ambient operating temperature: -25°C to 55°C
• Compatible with home automation supervisors

1 1

VI-FP001-VP
Pannello frontale con n.1 pulsante per postazione esterna modello “Antivandalo”
Front panel with 1 button for outdoor station “vandal proof” model

1 1

VI-FP004-VP
Pannello frontale con n.4 pulsanti  per postazione esterna modello “Antivandalo”
Front panel with 4 buttons for outdoor station “vandal proof” model

1 1

Nota: L'applicazione AVE INTERCOM (utilizzabile mediante smartphone) necessita della postazione interna TS10...-V
Note:  The AVE INTERCOM application (usable via smartphone) requires the TS10 ...- V indoor station

Nota: per l'installazione in appoggio parete, prevedere una scatola da incasso in corrispondenza al connettore di rete
Note:  for wall mounted installation, provide a flush-mounted box corresponding to the network connector

Scatole ed accessori di installazione  Boxes and installation accessories 

VI-BOX002-VP
Scatola da incasso per pareti in muratura da utilizzare per postazione esterna 
mod. “Antivandalo“ - dimensioni (LxHxP): 114x222x47 mm
Flush mounted boxes for brickwork walls  to be used for outdoor station mod. 
“vandal proof” - dimensions (WxHxD): 114x222x47 mm

1 1

VI-RP002-VP
Accessorio parapioggia per postazione esterna mod. “Antivandalo“ da utilizzare 
con scatola da incasso - dimensioni (LxHxP): 125x246x38 mm
Accessory rain cover for outdoor station mod. “vandal proof” for use with 
flush mounting box -  dimensions (WxHxD): 125x246x38 mm

1 1

VI-BOX102RP-VP
Scatola per installazione in appoggio parete completa di parapioggia per postazione 
esterna mod. “Antivandalo“  - dimensioni (LxHxP): 125x246x74 mm
Box for wall mounted installation complete with rain cover for outdoor station 
mod. “vandal proof” - dimensions (WxHxD): 125x246x74 mm

1 1

VI-BOX002-VP VI-BOX102RP-VP VI-RP002-VP

Postazione esterna audio-video - Modello "Antivandalo"     
Audio-video outdoor station - "vandal proof" model
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DISPOSITIVO NON COMPATIBILE CON IL SISTEMA VIDEOCITOFONICO IP V44 SMART
 DEVICE NOT COMPATIBLE WITH THE IP V44 SMART VIDEO INTERCOM SYSTEM

Gestione, mediante

APP AVE INTERCOM

Management, via

the dedicated

AVE INTERCOM APP


